
Dimension:
141mm(L)*60mm(w)*40mm(H)

Working Current:
<200 mA

Weight:
0.5kg

Temperature:
0°C - 55°C

Power Voltage:
5.0V±5% supplied by USB

Storage Temp:
-10°C - 60°C

Resolution:
500 DPI (-0.5%~+0.5%)

Effective Windows Size:
32.5mm*32.5mm

Gray Scale:
8-bit, 256

Image Size:
640 * 640 pixels

Capture Time:
≥25 FPS (≤66ms)

Gray Level:
225-255

Capture Window Size:
38mm*38mm

Image Distortion:
≤1%

Illumination:
≤300lx

Humidity:
10% - 90%

Storage Humidity:
20% (±3) - 90% (±3)

Image Standard:
ISO19794-2, ANSI378

Image Format:
BMP, WSQ, RAW

Hardware

Fingerprint

Operating System :
Windows, Android

Software

www.hfteco.com

info@hfcctv.com
D-13,Dongli International Building Longtousi, Yubei District, Chongqing,
China.
Room 301-305,No.32, Jianlong Industrial Zone, Henggang, Longgang
District, Shenzhen.

Headquarter: Chongqing Huifan Technology Co., Ltd.
Branch: Shenzhen Bio Technology Co., Ltd.


