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Type: HF-T02
Size: 1200*280*1000mm

Technical Parameters

Stick length 510MM ≤550MM

AC220±10%、50HZ

AC9V-16V

-15℃~60℃ IP43

≤200mA

120℃

Channel width

Voltage Standard 304 stainless steel housingFramework

Drive voltage Working environment          Suitable for indoor and outdoor

Ambient temperature Protection level

Relative humidity No condensation ≤90% Service life >3 million times

Working current Traffic direction Support one-way and two-way (optional)

Speed ≤30 people/minute
Swivel angle of
brake lever

input interface Switch signal or 12V pulse signal
>100MS

Communication
Interface(customizable)

RS485, RS232

Features

Type: HF-T01
Size: 420*330*980mm

Type: HF-T03
Size: 1200*280*1000mm

Type: HF-T04
Size: 1200*280*980mm

Type: HF-T05
Size: 1200*280*1000mm

Type: HF-T06
Size: 1200*280*1000mm

Type: HF-T07
Size: 1200*280*1000mm

►With automatic reset function, the brake lever can always return to the initial position after
passing through.
►Anti-following function, the effect is 120 degrees after one person's brake lever, and it is
automatically locked, completely achieving one person one shot.
►It has automatic pole drop after power failure to ensure that the channel is unblocked at
any time in the event of an accident.
►With a unified standard external electrical interface, it can be used in conjunction with
various access control equipment to receive relay signals.
►With a variety of management modes to choose from, it can easily adapt to different
management needs and change, always adding luster to your management.
►With the function of self-check failure prompt, it is convenient for users to maintain and
use.
►It can be connected with an external button or remote control to realize one-way or two-
way control of traffic.
►It has the function of setting the opening signal with and without memory.
►With communication traffic light indication, make entry and exit freely and easily.
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Features

►The swing rod is made of pure stainless steel, acrylic material, tempered glass (optional); it can be equipped with a
sheath to prevent children and pedestrians
Physical injury caused by collision.
►With counting function, able to count the number of passes.
►It has a humanized status indication function, which indicates the channel status and the passage indication, which
greatly improves the passage efficiency and at the same time
Convenient for carp protection.
►It has the functions of anti-pinch protection for pedestrians, automatic opening of gates in emergency power failure,
etc., to ensure the safety of pedestrians at all times.
►It has warning functions such as illegal intrusion alarm, trailing pass alarm, reverse pass alarm, etc., which can
effectively standardize the order of passage and facilitate management.
►With a variety of combination modes, the corresponding control mode can be configured at any time according to the
needs of on-site management.
►With opening and closing speed adjustment, card reading memory function, with fault self-checking and prompting
functions, management and maintenance are more convenient.
►It has a unified and standard external electrical interface, which can be used with various access control equipment, and
can be remotely controlled and managed through a computer; customized standard RS232/RS485 communication
interface.
►The top cover of the gate adopts a flip-up type, which is convenient for maintenance and prevents rainwater from
entering.
►The direction of the swing bone's power-off opening is adjustable.

Technical Parameters

Stick length 1200MM ≤600MM

AC220±10%、50HZ

AC9V-16V

-15℃~60℃ IP43

≤200mA

120℃

Channel width

Voltage Standard 304 stainless steel housingFramework

Drive voltage Working environment          Suitable for indoor and outdoor

Ambient temperature Protection level

Relative humidity No condensation ≤90% Service life >3 million times

Working current Traffic direction Support one-way and two-way (optional)

Speed ≤30 people/minute
Swivel angle of
brake lever

input interface Switch signal or 12V pulse signal
>100MS

Communication
Interface(customizable)

RS485, RS232

Type: HF-B02
Size: 1400*200*980nn

Type: HF-B01
Size: 1200*200*980nn

Type: HF-B04
Size: 1400*200*980nn

Type: HF-B03
Size: 1200*280*980nn

Type: HF-B05
Size: 1400*200*980mm

Type: HF-B08
Size: 1400*200*980mm

Type: HF-B06
Size: 168*1050mm

Type: HF-B07
Size: 1000*220*880mm
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Stick length 510MM ≤550MM

AC220±10%、50HZ

AC9V-16V

-15℃~60℃ IP43

≤200mA

120℃

Channel width

Voltage Standard 304 stainless steel housingFramework

Drive voltage Working environment          Suitable for indoor and outdoor

Ambient temperature Protection level

Relative humidity No condensation ≤90% Service life >3 million times

Technical Parameters

                                                           ≤550MM

AC220±10%、50HZ

AC9V-16V

-35℃~60℃ IP43

≤200mA

＜0.8S

Channel width

Voltage Standard 304 stainless steel housingFramework

Drive voltage Working environment          Suitable for indoor and outdoor

Ambient temperature Protection level

Relative humidity No condensation ≤90% Service life >3 million times

Working current Traffic direction Support one-way and two-way (optional)

Speed ≤30 people/minute

input interface Switch signal or 12V pulse signal
>100MS

Communication
Interface(customizable)

RS485, RS232

Gate opening and 
closing time

►With fault self-check and logic judgment ability, it is convenient for users to maintain and function
debugging
►The motherboard comes with a high-definition fidelity sound code chip, which can provide voices according
to user requirements.
►With the humanized status indicator function, indicating the channel status and traffic guidance, the
Dahuang high-pass construction rate is also convenient for maintenance.
►With counting function, you can keep track of the number of people passing by at any time.
►With self-checking reset function, after opening the gate, when no detected objects pass within the specified
time (adjustable), the system will automatically cancel the limit and the gate will be turned off.
►It has the function of anti-pinch protection for pedestrians, and the UPS battery automatically opens the gate
after emergency power failure, meeting the fire protection requirements, and protecting the safety of
pedestrians at all times.
►It has warning functions such as illegal intrusion alarm, trailing pass alarm, reverse pass alarm, etc., which
can effectively standardize the order of passage and facilitate management.
►With a unified standard external electrical interface, it can be used in conjunction with various access
control equipment, and can be remotely controlled and managed through the management computer.
Customized standard RS232, RS485 communication interface.
►There are a variety of pass combination modes to choose from, and the corresponding control mode can be
configured at any time according to the needs of on-site management. At the same time, the opening and
closing speed of the gate can be adjusted. It can be freely set to read the card with and without memory.

Type: HF-F03
Size: 1200*280*980mm

Type: HF-F01
Size: 1200*280*980mm

Type: HF-F04
Size: 1200*280*980mm

Type: HF-F05
Size: 1200*280*980mm

Type: HF-F06
Size: 1200*280*980mm

Type: HF-F07
Size: 1200*280*980mm

Features
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Stick length 510MM ≤550MM

AC220±10%、50HZ

AC9V-16V

-15℃~60℃ IP43

≤200mA

120℃

Channel width

Voltage Standard 304 stainless steel housingFramework

Drive voltage Working environment          Suitable for indoor and outdoor

Ambient temperature Protection level

Relative humidity No condensation ≤90% Service life >3 million times

Technical Parameters

                                                           ≤550MM

AC220±10%、50HZ

AC9V-16V

-35℃~60℃ IP43

≤200mA

＜0.8S

Channel width

Voltage Standard 304 stainless steel housingFramework

Drive voltage Working environment          Suitable for indoor and outdoor

Ambient temperature Protection level

Relative humidity No condensation ≤90% Service life >3 million times

Working current Traffic direction Support one-way and two-way (optional)

Speed ≤30 people/minute

input interface Switch signal or 12V pulse signal
>100MS

Communication
Interface(customizable)

RS485, RS232

Gate opening and 
closing time

►With fault self-check and logic judgment ability, it is convenient for users to maintain and function
debugging
►The motherboard comes with a high-definition fidelity sound code chip, which can provide voices according
to user requirements.
►With the humanized status indicator function, indicating the channel status and traffic guidance, the
Dahuang high-pass construction rate is also convenient for maintenance.
►With counting function, you can keep track of the number of people passing by at any time.
►With self-checking reset function, after opening the gate, when no detected objects pass within the specified
time (adjustable), the system will automatically cancel the limit and the gate will be turned off.
►It has the function of anti-pinch protection for pedestrians, and the UPS battery automatically opens the gate
after emergency power failure, meeting the fire protection requirements, and protecting the safety of
pedestrians at all times.
►It has warning functions such as illegal intrusion alarm, trailing pass alarm, reverse pass alarm, etc., which
can effectively standardize the order of passage and facilitate management.
►With a unified standard external electrical interface, it can be used in conjunction with various access
control equipment, and can be remotely controlled and managed through the management computer.
Customized standard RS232, RS485 communication interface.
►There are a variety of pass combination modes to choose from, and the corresponding control mode can be
configured at any time according to the needs of on-site management. At the same time, the opening and
closing speed of the gate can be adjusted. It can be freely set to read the card with and without memory.

Type: HF-F03
Size: 1200*280*980mm

Type: HF-F02
Size:1000×300×900mm

Type: HF-F04
Size: 1200*280*980mm

Type: HF-F05
Size: 1200*280*980mm

Type: HF-F06
Size: 1200*280*980mm

Type: HF-F07
Size: 1200*280*980mm

Features

Wing gate series www.hfteco.com
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Type: HF-S01
Size: 1200×280×980mm

Type: HF-S04
Size: 1200×280×980mm

Type: HF-S05
Size: 1200×280×980mm

Type: HF-S06
Size: 1200×280×980mm

Type: HF-S07
Size: 1200×280×980mm

Type: HF-S07
Size: 1200×280×980mm

Stick length 510MM ≤550MM

AC220±10%、50HZ

AC9V-16V

-15℃~60℃ IP43

≤200mA

120℃

Channel width

Voltage Standard 304 stainless steel housingFramework

Drive voltage Working environment          Suitable for indoor and outdoor

Ambient temperature Protection level

Relative humidity No condensation ≤90% Service life >3 million times

Technical Parameters

                                                           ≤550MM

AC220±10%、50HZ

AC9V-16V

-35℃~60℃ IP43

≤200mA

＜0.8S

Channel width

Voltage Standard 304 stainless steel housingFramework

Drive voltage Working environment          Suitable for indoor and outdoor

Ambient temperature Protection level

Relative humidity No condensation ≤90% Service life >3 million times

Working current Traffic direction Support one-way and two-way (optional)

Speed ≤30 people/minute

input interface Switch signal or 12V pulse signal
>100MS

Communication
Interface(customizable)

RS485, RS232

Gate opening and 
closing time

►The gate system runs smoothly, with low noise and no mechanical impact. It is suitable for office
buildings, scenic spots, high-end communities and stations.
►The electrical core control system adopts 32gRM micro-organizer, with stable and reliable performance.
►•The movement part adopts advanced geared motor + coded electric control positioning device + unique
jaw-type electromagnetic clutch.
► Efficiently realize the synchronization and positioning accuracy of the swing door when swinging.
Perfectly realize the intelligent anti-pinch, anti-collision and anti-tailing function.
►The opening and closing speed can reach 0. Nenyuan.
►After the power failure, the clutch does not engage, and the swing door can be manually opened to realize
the power-off opening function.
►It has a humanized status indicator function. It indicates the status of the channel and the passage
indicator; the Dalin Qualcomm break rate is also convenient for entering Russia.
►It has warning functions such as illegal intrusion alarm, trailing pass alarm, reverse pass alarm, etc., which
can effectively standardize the order of passage and facilitate management.
＞With counting function, it can count the number of passes.
＞With a variety of common combination modes, the equipment can provide normally open or normally
closed, and the corresponding control mode can be set at any time according to the needs of on-site
management.
►With opening and closing speed adjustment, card reading memory function, with fault self-checking and
prompting functions, management and maintenance are more convenient.
►•It has a unified and standard external electrical interface, which can be used in conjunction with various
access control equipment. And through the management computer to achieve remote and management;
control standard RS232, RS485 communication interface.

Features
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Type: HF-S02
Size: 1200×280×980mm

Type: HF-S04
Size: 1200×280×980mm

Type: HF-S05
Size: 1200×280×980mm

Type: HF-S06
Size: 1200×280×980mm

Type: HF-S07
Size: 1200×280×980mm

Type: HF-S07
Size: 1200×280×980mm

Stick length 510MM ≤550MM

AC220±10%、50HZ

AC9V-16V

-15℃~60℃ IP43

≤200mA

120℃

Channel width

Voltage Standard 304 stainless steel housingFramework

Drive voltage Working environment          Suitable for indoor and outdoor

Ambient temperature Protection level

Relative humidity No condensation ≤90% Service life >3 million times

Technical Parameters

                                                           ≤550MM

AC220±10%、50HZ

AC9V-16V

-35℃~60℃ IP43

≤200mA

＜0.8S

Channel width

Voltage Standard 304 stainless steel housingFramework

Drive voltage Working environment          Suitable for indoor and outdoor

Ambient temperature Protection level

Relative humidity No condensation ≤90% Service life >3 million times

Working current Traffic direction Support one-way and two-way (optional)

Speed ≤30 people/minute

input interface Switch signal or 12V pulse signal
>100MS

Communication
Interface(customizable)

RS485, RS232

Gate opening and 
closing time

►The gate system runs smoothly, with low noise and no mechanical impact. It is suitable for office
buildings, scenic spots, high-end communities and stations.
►The electrical core control system adopts 32gRM micro-organizer, with stable and reliable performance.
►•The movement part adopts advanced geared motor + coded electric control positioning device + unique
jaw-type electromagnetic clutch.
► Efficiently realize the synchronization and positioning accuracy of the swing door when swinging.
Perfectly realize the intelligent anti-pinch, anti-collision and anti-tailing function.
►The opening and closing speed can reach 0. Nenyuan.
►After the power failure, the clutch does not engage, and the swing door can be manually opened to realize
the power-off opening function.
►It has a humanized status indicator function. It indicates the status of the channel and the passage
indicator; the Dalin Qualcomm break rate is also convenient for entering Russia.
►It has warning functions such as illegal intrusion alarm, trailing pass alarm, reverse pass alarm, etc., which
can effectively standardize the order of passage and facilitate management.
＞With counting function, it can count the number of passes.
＞With a variety of common combination modes, the equipment can provide normally open or normally
closed, and the corresponding control mode can be set at any time according to the needs of on-site
management.
►With opening and closing speed adjustment, card reading memory function, with fault self-checking and
prompting functions, management and maintenance are more convenient.
►•It has a unified and standard external electrical interface, which can be used in conjunction with various
access control equipment. And through the management computer to achieve remote and management;
control standard RS232, RS485 communication interface.

Features
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Type: HF-S03
Size: 1200×280×980mm

Type: HF-S04
Size: 1200×280×980mm

Type: HF-S05
Size: 1200×280×980mm

Type: HF-S06
Size: 1200×280×980mm

Type: HF-S07
Size: 1200×280×980mm

Type: HF-S07
Size: 1200×280×980mm

Stick length 510MM ≤550MM

AC220±10%、50HZ

AC9V-16V

-15℃~60℃ IP43

≤200mA

120℃

Channel width

Voltage Standard 304 stainless steel housingFramework

Drive voltage Working environment          Suitable for indoor and outdoor

Ambient temperature Protection level

Relative humidity No condensation ≤90% Service life >3 million times

Technical Parameters

                                                           ≤550MM

AC220±10%、50HZ

AC9V-16V

-35℃~60℃ IP43

≤200mA

＜0.8S

Channel width

Voltage Standard 304 stainless steel housingFramework

Drive voltage Working environment          Suitable for indoor and outdoor

Ambient temperature Protection level

Relative humidity No condensation ≤90% Service life >3 million times

Working current Traffic direction Support one-way and two-way (optional)

Speed ≤30 people/minute

input interface Switch signal or 12V pulse signal
>100MS

Communication
Interface(customizable)

RS485, RS232

Gate opening and 
closing time

Features

►The gate system runs smoothly, with low noise and no mechanical impact. It is suitable for office buildings, scenic spots,
high-end communities and stations.
►The electrical core control system adopts 32gRM micro-organizer, with stable and reliable performance.
►•The movement part adopts advanced geared motor + coded electric control positioning device + unique jaw-type
electromagnetic clutch.
► Efficiently realize the synchronization and positioning accuracy of the swing door when swinging. Perfectly realize the
intelligent anti-pinch, anti-collision and anti-tailing function.
►The opening and closing speed can reach 0. Nenyuan.
►After the power failure, the clutch does not engage, and the swing door can be manually opened to realize the power-off
opening function.
►It has a humanized status indicator function. It indicates the status of the channel and the passage indicator; the Dalin
Qualcomm break rate is also convenient for entering Russia.
►It has warning functions such as illegal intrusion alarm, trailing pass alarm, reverse pass alarm, etc., which can effectively
standardize the order of passage and facilitate management.
＞With counting function, it can count the number of passes.
＞With a variety of common combination modes, the equipment can provide normally open or normally closed, and the
corresponding control mode can be set at any time according to the needs of on-site management.
►With opening and closing speed adjustment, card reading memory function, with fault self-checking and prompting
functions, management and maintenance are more convenient.
►•It has a unified and standard external electrical interface, which can be used in conjunction with various access control
equipment. And through the management computer to achieve remote and management; control standard RS232, RS485
communication interface.

Speed door series
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Type: HF-P01
Size: 1200*300*1000 Type: HF-P02

Size: 1200*300*1000
Type: HF-P03
Size: 1200*300*1000

Stick length 510MM ≤550MM

AC220±10%、50HZ

AC9V-16V

-15℃~60℃ IP43

≤200mA

120℃

Channel width

Voltage Standard 304 stainless steel housingFramework

Drive voltage Working environment          Suitable for indoor and outdoor

Ambient temperature Protection level

Relative humidity No condensation ≤90% Service life >3 million times

Technical Parameters

                                                           ≤550MM

AC220±10%、50HZ

AC9V-16V

-35℃~60℃ IP43

≤200mA

＜0.8S

Channel width

Voltage Standard 304 stainless steel housingFramework

Drive voltage Working environment          Suitable for indoor and outdoor

Ambient temperature Protection level

Relative humidity No condensation ≤90% Service life >3 million times

Working current Traffic direction Support one-way and two-way (optional)

Speed ≤30 people/minute

input interface Switch signal or 12V pulse signal
>100MS

Communication
Interface(customizable)

RS485, RS232

Gate opening and 
closing time

►With fault self-checking and logic judgment capabilities, it is convenient for users to maintain and function
debugging.
►The motherboard comes with a high-definition fidelity audio decoder chip, which can provide voice
broadcast according to user requirements.
►It has a humanized status indication function, which indicates the status of the passage and the passage
guidance, which greatly improves the passage efficiency and is also convenient for carp protection.
►With counting function, keep track of the number of people passing by at any time.
►With self-check reset function, after opening the gate, when no detected objects pass within the specified
time (adjustable), the system will automatically cancel the right eye and the gate will be turned off.
►Has a pedestrian anti-pinch protection function' comes with UPS battery to automatically open the gate
when emergency power failure, to meet the fire protection requirements, and to protect the safety of
pedestrians at all times.
►It has warning functions such as illegal intrusion alarm, trailing pass alarm, reverse pass alarm, etc., which
can have other traffic order and convenient management.
►It has a unified standard external electrical interface, which can be used in conjunction with various door
devices, and can be remotely controlled and managed through a management computer. Customized
standard RS232, RS485 communication interfaces.
►There are a variety of pass combination modes to choose from, and the corresponding control mode can
be configured at any time according to the needs of on-site management. At the same time, the gate opening
and closing can be adjusted. You can freely set up your card with and without memory functions.

Features

Translation gate series www.hfteco.com
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Turning gate series

Type: HF-Z02
Size: 1500*1500*2300  mm

Type: HF-Z01
Size: 1450*1450*2300mm Type: HF-Z04

Size: 1450*1450*1000mm Type: HF-Z05
Size: 2200*1500*2300

Type: HF-Z03
Size: 2200*1500*2300 mm

The gate system is divided into two parts: the structural frame and the rotating movement. As the
carrier, the structure frame is installed with direction indication and card reader device, rack fixing
frame, dustproof and waterproof cover, guardrail, etc. The main components of the movement are:
movement, control board, sensor, transmission shaft, rotor gate Wait.
►Traffic direction: one-way, two-way (optional); with a variety of working modes to choose from,
you can read the card in both directions to limit the current, or you can read the card while the
other direction is prohibited, and you can read the card and pass in the other direction freely .
►Automatic reset function: After the gate is opened, the system will be automatically locked if it is
not passed within the specified time, and the pass time is adjustable.
►Unique two-way anti-reverse function.
►The function of free rotation after power failure meets the fire protection requirements•
►Light reminder: traffic direction indication.
►The control board has a counting function and an LED digital display function (optional).
►The control panel has a memory function, which can meet the needs of group traffic.
►Using the working principle of optical hole position, there is no delay requirement for the input
control signal.

Stick length 510MM ≤550MM

AC220±10%、50HZ

AC9V-16V

-15℃~60℃ IP43

≤200mA

120℃

Channel width

Voltage Standard 304 stainless steel housingFramework

Drive voltage Working environment          Suitable for indoor and outdoor

Ambient temperature Protection level

Relative humidity No condensation ≤90% Service life >3 million times

Technical Parameters

                                                           ≤550MM

AC220±10%、50HZ

AC9V-16V

-35℃~60℃ IP43

≤200mA

＜0.8S

Channel width

Voltage Standard 304 stainless steel housingFramework

Drive voltage Working environment          Suitable for indoor and outdoor

Ambient temperature Protection level

Relative humidity No condensation ≤90% Service life >3 million times

Working current Traffic direction Support one-way and two-way (optional)

Speed ≤30 people/minute

input interface Switch signal or 12V pulse signal
>100MS

Communication
Interface(customizable)

RS485, RS232

Gate opening and 
closing time

Features
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⑴Integrated design of identification, display
and light supplement, easy to install
⑵The display adopts imported lamp beads,
ultra-high brightness, large fonts, and can be
clearly distinguished from a long distance
outdoors
⑶IP6 waterproof design, simple structure,
easy maintenance
⑷Support WeChat payment, cloud
management

Face recognition
rate 299.8% during the day; 299.6% at night Adapt to

vehicle speed 0-40 km/h

Number of
whitelists 20,000 Picture storage

capacity Scalable to 32G

Data interface
mode 10/100 M Ethernet TCP/IP Effective

Pixels 1080p

Best shooting
range

3-6 meters Trigger
method

Video trigger,
ground trigger

Working
temperature

-25°C-70°C Working
humidity

90%, non-condensing

Power supply
voltage 12V

Degree of
protection IP 43

Type: HF-P01

Type: HF-P02

Type: HF-P03

Type: HF-P04

Technical Parameters
Features

License Plate Recognition Series
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►The motor is equipped with a handwheel device, which can be
used to manually raise and lower the lever when the power is
off.
►The anti-collision ability of the eyelid, the machine will not be
damaged when the car hits the railing.
►Three buttons control the stick up, stick down and stop
respectively.
►With multiple interfaces, it can be connected to infrared,
ground sensing and charging systems.
►The wiring is simple, without wiring and wiring.
►The machine has a damping function, the railing will not
appear fast due to the clutch
Bounce and rapid fall phenomenon,
►Wireless remote control function (using 315MHZ/433MH set
controller).
►Using sine mechanism design and selection of maintenance-
free bearings to ensure small wear of the parts.

Movement
temperature

-40~+50° Remote control
distance

≥30m

Power supply Rated power

Motor Speed   1400rpm/min·Deceleration ratio 59:1

Straight pole 3m (2.5S machine)/Straight pole 4m (3S machine)/Straight pole 6m/
Fence pole 5m/90" crank arm pole 2m+2m (6S machine)

Maximum pole
length

Opening and
closing time

1.5S (reserve)/3S (2.5S)/65 (5.5S) /1.5S gear ratio: 1.4: 1/35 gear ratio: 2.5:1/6S
gear ratio: 5:1

Technical Parameters

Features

Road gate series

Digital brushless smart barrier

Type: HF-RG01

Type: HF-RG02
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Products Optional 

X05 Fingerprint IRIS Face Time Attendance Device

QR code reader

www.hfsecurity.cn

FR05 Face Fingerprint Time Attendance Device FR07 7 Face Fingerprint Time Attendance Device

RA08  Face Fingerprint Time Attendance Device RA08T Temperature Face Fingerprint Time Attendance Device


