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System Parameters

Main Processor High performance embedded microprocessor

Operating System Embedded Linux

Device Access

Video Stream Input Video resolution:1920 x 1080 (2 million ), 2560 x 1440 ( 4 million), 3840 x 2160 (8 million )

Video Decoding Type H .264 / H .2 65

Face Capture Machine
Maximum support for 8 /16/ 32-channel capture machine access (the capture machine must 
support the GA / T 1400 protocol)

           
   

 
 

   

  
 
 

Smart Prameters

Human Face Recognition

Capture rate  99%
Capture false capture rate< 1%
Whitelist identification pass rate> 99.5 % _
Recognition false recognition rate: < 0.5%
The largest base library: 300,000 people portrait library

Human Face Recognition Capture rate  9 5 %
Capture false capture rate＜ 1%

Motor Vehicle Capture rate  90 %
Capture false capture rate＜ 1%

License Plate

Capture rate  9 5 %
Capture false capture rate＜ 1%

Capture rate  9 5 %
Capture false capture rate＜ 1%
Recognition rate  9 5 %

BASIC ALGORITHM
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2, 10 0M/1000 M adaptive Ethernet , RJ 45 interface 

4 switches

1 way

Front 1 USB2.0 , 1 USB 3.0; Rear 2 USB 2.0

2 way

1

1 pc, two-color (red+green)

Passage of employees at entrances and exits; key personnel list control and identification 
alarm, stranger identification, etc.

Capture, attribute analysis, license plate recognition of faces, human bodies, motor 
vehicles, non-motor vehicles, license plates, etc.

algorithm package upload via web, API , Meg Connect protocol, support algorithm package 
installation , uninstallation, deletion

TCP/UDP/HTTP/MULTICAST/DHCP/FTP/NTP/HTTPS/RTSP /GAT1400 etc.

Are supported : 1.multiple addresssettings 2.load balancing 3.Active/standby mode

Inquiry, search and display of face-human-machine non-card capture information

 

Interface parameters

Network Interface

Alarm Input/Output Interface

Audio Input/Output

Front/ RearUSB Interface

R S485

Reset Button/Power LED ( PWR)

Running Indicator Light (RUN)

System functions

Running Indicator Light (RUN)

Video Structured

Algorithm Warehouse Management 

Network Protocol

Dual Network Port

Log Query

Environmental equirements

Operating Temperature -30  ～+ 70 

Storage Temperature -30  ～+ 70 

Relative Humidity 1 0% ~ 90%RH, non-condensing

Power Supply

Other

DC12V±10%, 2A

Structure metal case

Dimensions (L, D, H) 229 × 193 × 49 (mm)

Weight ＜ 2KG
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